Model No.: Caldino HB7.5
Voltage: AC 220V ~ 240V
Frequency: 50 Hz ~ 60 Hz
Power: 7500 W
Water pressure: 0.04 - 1.2 MPa
NOTE

Please make sure cold water
flow through this water heater
before connecting into power
at your first time using
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jectric Water Heater

BRTHE MOST CONFORTABLE HOT WATER

Instant heating, hot water output
within 3 seconds

Multiple safety protection

Screen temperature touching
control, LED display, with
memory function

- Automatical adjusting on heating
water

Useful for kitchen and bath
shower, for house wife, parents and
baby.

DIMENSIONS
UNIT: mm

273 mm

190 mm 63 mm

Installation
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1. Drill into the wall with electric drill;

2. Fixing the screws on the wall. Water heater is hung on the wall by screws;

3. Connecting hot water outlet and cond water inlet; and let cold water go
through water heater;

4. Connecting water heater to electric switch or circuit breaker;

5. Testing water heater and finished.

Notice:

1. Make sure specifications of wire and circuit breaker should be matched with
power of water heater. All should be installed by professional.

2. If the water inside of water heater is frozen, please do not use water heater;

3. Once the wire of water heater is broken, please contact customer service.

Power 7500 W
Wire cross section request in the house >4 MM2
Voltage AC 220V
Frequency 50 Hz
Waterproof class IPX4
Working pressure 0.04 ~ 1.2 MPa
Circuit breaker >40A




